
Your Petron Bow
Putting your bow together

Your Petron S1 wooden take 
down bow is made up of the 
following high quality parts.
The Handle (sometimes called 
the riser) is the centre support for 
all the other components. If you 
are right handed, hold the handle 
in your left hand and pull the 
arrow with your right hand, this 
is called a right hand bow. Petron 
bows are available in right and 
left handed models.
Fitted on the handle is a plastic 
arrow rest and there are bushings 
for additional equipment. On the 
other side of the handle from the 
arrow rest are two inserts for a 
bow sight and a bushed hole for 
a pressure button. On the front 
there is a bushed insert into 
which can be fitted a long rod 

stabilizer system. Also fitted to 
the front of the handle are the 
limb retaining pockets with their 
retaining screws.
The Limbs These provide the 
power to the bow. They are a 
matched pair but are not the 
same. The lower limb has the 
bow weight and size marked on 
the back. Both limbs have Petron 
marked on the front. 
The Bow Tips The bowstring 
loops over the tips and sits in 
grooves on the face of the limbs 
just below the tip. 
The Bow String The bow string 
has several sections to it. The 
ends and the centre are 
strengthened, these are called the 
end and centre servings. The 
ends of the string are also 
looped. Each string can have a 
nocking point fitted to locate the 
arrow. The nocking point is pre-
set to be just above the level of 
the arrow rest. 

For safety and to avoid twisting 
the limbs, we recommend that a 
Petron Bow Stringer is used to 
assemble and dismantle this bow. 

If you did not buy the kit the 
dealer from whom you bought 
this bow will have them 
available. 
Take the handle in your hand, 
holding it the right way up. (The 
arrow rest should be above your 
hand.) Take the lower limb, 
which has the bow weight and 
size marked on it and insert it 
into the lower limb pocket (flat 
side in, rubber lug upper most). 
Locate the limb as far into the 
pocket as it will go and hand 
tighten the retaining screw. Fit 
the top limb in the upper pocket 
in the same way.
Take the string and pass the 
larger of the end loops over the 
top limb tip, sliding the string 
part of the way down the limb so 
that the string is in the centre of 
the back of the top limb. Place 
the smaller loop over the tip of 
bottom limb and move the top 
loop up so that the string is 
straight. The bottom part of the 
string should locate in the groove 
at the bottom of the limb. 
Take the bow stringer and place 
the pocket over the bottom limb 

tip and the bottom part of the 
string. Hold the bow so that it 
faces upwards and slip the bow 
stringer loop over the top limb so 
that it is slightly below the top 
string loop and the bow stringer 
is loose. Place one foot on the 
stringer and lift the bow until the 
top string loop can be slid up the 
top limb and located firmly in 
the limb tip. Release the bow 
stringer and turn the bow over to 
ensure that the string is sitting 
correctly in the limb grooves. If 
the string is out of the grooves 
use the bow stringer once more 
to relieve the string tension and 
adjust until the string is correctly 
positioned. Once you are happy 
that the string is correctly in 
place, remove the bow stringer
Do not draw and release your 
bow without firing an arrow. 
The energy stored in the bow as 
you draw it could damage the 
bow limbs. At the end of each 
practice section your bow should 
be dismantled by reversing the 
assembly procedure.
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